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A % DUE TO TECHNICAL PROGRESS, ALL THE INFORMATION PROVIDED IS SUBJECT TO CHANGE WITHOUT PRIOR NOTICE. REV REVISION NAME DATE
RollS COMPLIANT
TECHNICAL SPECS:
Current Rating:3. CAMP
Contact Resistance:10m&2 Max
D Dielectric Strength:Min 1000Ves
Mechanical Life:Min 500 Cycles
Mating Pin:@0, 04 to @0, 90mn
Forces: (polished steel gauge @0. 76mm)
—lnsertion:1. 2N typ
—withdrawal:0. 6N typ
Operation Temperature:—40C~+105C
] 1 2 3 & Mating Pin |
Materia
@30, 5480, 90mm i
WO, 640, 64 Sleeve:Brass
Stezstl e Sleeve Plating:Au or Sn Over Ni.
Contact Clip(6 finger) :BeCu, Gold Flash Plated
Insulator Material:Glass Filled Polyester (ULS4V-0)
‘ . 2.5440.15 Standard:PPS
] [ 100+, G06] #Pin Part No. :MF1000A-BXX651XX001
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2. bdxNo. of Contacts—2.5440.25
b [. 100xNo. of Contacts—. 100+, 010] '
2. 54xNo. of Positions=0. 40 Ordering Code:
[. 100xNo. of Positions=+, 016] M217071 XX S XX ]_OOOA X 0]_
No. of Pinsy(Tlip/Sleeve Plating) Packing
02~40 80=ColdFlash/Tin || O-FE Bag
S1=3u” Gold/Tin || A=Tray
2 54 89=5u” Cold/Tin T=Tube
] : N §3=100"Gold/Tin
[. 160] 9 $4=151"Geld/Tin
$5=30U"Gold/Tin
i G0=Cold Flash
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Recommended P.C.B Layout (Top Side) RORBIANCES UNLESS [0/ ncn[FiT [Ta4 HITP://§WW, ¥IC0. €0 E-YAIL: SALESGYTCO. CO
A ( A A i ) OTHERWISE SPECIFIED fmme e T - — - -
PCB BOARD TOLERANCE==0. (5 0P + Xu 7/30/2022 2. B4MM STP SOCKET SINGLE ROW
g a —_— ENCINEER DATE
1 PLC + 0.30/.012 | Zhang  7/30/2022 STRAIGHT DIP H7.0 LI0. OMM
2 PLC i O. 25/. 010 C'H'ECKFI-] BY TRTE PART MO,
M 7/30/2022 M2170-1XXSXX10004X01
3 PLC i O- 20/- 008 A??'RGVIFI;&%Y / m"é [DRATTNG M.
4 PLC =+ 0.10/.004 | Andy 7/30/2022 M2170-510004
a PROT. [CACE CODE IFTLE PATH [SHEET IREY
ANGLES + 3 " @ £==}[554309442| A/D/YTCOTZ/SIP SOCKET/2. 54mn [ 1 0F 1| &
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